
NEW! MRX RECEIVERS WITH ANTHEM ROOM CORRECTION

MRX 700 | MRX 500 | MRX 300

Paradigm speakers,
they put you in the moment 
and keep you there!

Live in concert:
Paradigm and Anthem

 T U RN  Y O U R  L I S T EN I N G  P L A C E  
I N T O  ‘ L I V E ’  C O N C E RT  S PA C E
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F R O M  T H E  D E S I G N E R S  O F A W A R D - W I N N I N G A N T H E M  A / V  P R O C E S S O R S

“ WARN I N G :  A n t h em  G e a r  M a y  B e  A d d i c t i v e . ”
Eric Hetherington. GoodSound!

Power Rating Play Music Internet Radio HD Radio
from Flash Drive
or USB Hard Disk

MRX 700 2 channels driven: 120 W Continuous into 8 ohms YES YES YES
5 channels driven: 90 W Continuous into 8 ohms

MRX 500 2 channels driven: 100 W Continuous into 8 ohms YES YES NO
5 channels driven: 75 W Continuous into 8 ohms

MRX 300 2 channels driven: 80 W Continuous into 8 ohms NO NO NO
5 channels driven: 60 W Continuous into 8 ohms

HIGHLIGHTS
• Anthem Room Correction (ARC)
• A very beefy amp – more ‘real’ power than the
competition!

• Dual-processor audio DSP
• Video Conversion from Composite Video and
Component Video to HDMI

• Scaling up to 1080p60
• 1080p24 mode
• Dolby Volume
• AM/FM Tuner
• 3D Support via software upgrade

DECODING
• Dolby TrueHD and Dolby Digital Plus
• Dolby Digital EX
• DTS-HD Master Audio
• DTS-ES (Matrix, Discrete)
• DTS 96/24

LISTENING MODES
• AnthemLogic-Music
• AnthemLogic-Cinema
• Dolby Pro Logic IIx (Movie, 
Music, Game)

• Dolby Pro Logic IIz 
• DTS Neo:6 (Music, Cinema)
• Dolby Virtual Speaker (Wide, Reference)
• All Channel Stereo
• Dolby Digital EX

INPUTS
• 4 HDMI Inputs
• Analog Video Inputs: 4 Composite + 3 Component
• Digital Audio Inputs: 2 Coaxial + 3 Optical
• 7 Stereo Analog RCA Inputs
• 2 USB Inputs (MRX 700/500)
• HDMI On-Screen Display – setup, video  
adjustments, status, song navigation

CUSTOM INSTALLATION
• IR Input
• IR Emitter Output
• Trigger Output
• Second Zone
• RS-232 Control

ADDITIONAL FEATURES
• Video Configuration Memorized by Source
• Dolby Headphone
• Backlit Remote Control
• Sidemount Rack Kit (sold separately)

WARRANTY
• 3 years
• 1 year on Remote Control

D I M E N S I O N S  ( a l l  m o d e l s )
Height ............................................................................ 6½ in (16.4 cm) 

including feet (4 rack units)

Width ............................................................................. 17¼ in (43.9 cm)

Depth ............................................................................. 15¼ in (39.0 cm)

M O D E L

Weight (unpacked)

MRX 700....................... 35.4 lb (16.1 kg)

MRX 500....................... 34.3 (15.6 kg)

MRX 300....................... 33.4 lb (15.2 kg)
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